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§60.4217

that are located in areas of Alaska not acces-
sible by the FAHS from using fuels mixed
with used lubricating oil, in volumes of up to
1.75 percent of the total fuel. The sulfur con-
tent of the used lubricating oil must be less
than 200 parts per million. The used lubri-
cating oil must meet the on-specification
levels and properties for used oil in 40 CFR
279.11.

§60.4217 What emission standards
must I meet if I am an owner or op-
erator of a stationary internal com-
bustion engine using special fuels?

(a) Owners and operators of sta-
tionary CI ICE that do not use diesel
fuel, or who have been given authority
by the Administrator under §60.4207(d)
of this subpart to use fuels that do not
meet the fuel requirements of para-
graphs (a) and (b) of §60.4207, may peti-
tion the Administrator for approval of
alternative emission standards, if they
can demonstrate that they use a fuel
that is not the fuel on which the manu-
facturer of the engine certified the en-
gine and that the engine cannot meet
the applicable standards required in
§60.4202 or §60.4203 using such fuels.

(b) [Reserved]

EFFECTIVE DATE NOTE: At 76 FR 37972, June
28, 2011, §60.4217 was revised, effective Aug.
29, 2011. For the convenience of the user, the
added and revised text is set forth as follows:

§60.4217 What emission standards must I
meet if I am an owner or operator of a
stationary internal combustion engine
using special fuels?

Owners and operators of stationary CI ICE
that do not use diesel fuel may petition the
Administrator for approval of alternative
emission standards, if they can demonstrate
that they use a fuel that is not the fuel on
which the manufacturer of the engine cer-
tified the engine and that the engine cannot
meet the applicable standards required in
§60.4204 or §60.4205 using such fuels and that
use of such fuel is appropriate and reason-
ably necessary, considering cost, energy,
technical feasibility, human health and envi-
ronmental, and other factors, for the oper-
ation of the engine.

GENERAL PROVISIONS
§60.4218 What parts of the General

Provisions apply to me?

Table 8 to this subpart shows which
parts of the General Provisions in
§§60.1 through 60.19 apply to you.

40 CFR Ch. | (7-1-11 Edition)
DEFINITIONS

§60.4219 What definitions apply to this
subpart?

As used in this subpart, all terms not
defined herein shall have the meaning
given them in the CAA and in subpart
A of this part.

Combustion turbine means all equip-
ment, including but not limited to the
turbine, the fuel, air, lubrication and
exhaust gas systems, control systems
(except emissions control equipment),
and any ancillary components and sub-
components comprising any simple
cycle combustion turbine, any regen-
erative/recuperative cycle combustion
turbine, the combustion turbine por-
tion of any cogeneration cycle combus-
tion system, or the combustion turbine
portion of any combined cycle steam/
electric generating system.

Compression ignition means relating
to a type of stationary internal com-
bustion engine that is not a spark igni-
tion engine.

Diesel fuel means any liquid obtained
from the distillation of petroleum with
a boiling point of approximately 150 to
360 degrees Celsius. One commonly
used form is number 2 distillate oil.

Diesel particulate filter means an emis-
sion control technology that reduces
PM emissions by trapping the particles
in a flow filter substrate and periodi-
cally removes the collected particles
by either physical action or by oxi-
dizing (burning off) the particles in a
process called regeneration.

Emergency stationary internal combus-
tion engine means any stationary inter-
nal combustion engine whose operation
is limited to emergency situations and
required testing and maintenance. Ex-
amples include stationary ICE used to
produce power for critical networks or
equipment (including power supplied to
portions of a facility) when electric
power from the local utility (or the
normal power source, if the facility
runs on its own power production) is
interrupted, or stationary ICE used to
pump water in the case of fire or flood,
etc. Stationary CI ICE used to supply
power to an electric grid or that supply
power as part of a financial arrange-
ment with another entity are not con-
sidered to be emergency engines.

1056



		Superintendent of Documents
	2014-08-19T08:35:42-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




